HJ 943—2018

Technical specification for pollution control of

cyanide leaching residue in gold industry
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GB 3838
GB 8978
GB 16297
GB 18598
GB 18599
GB 30485
GB/T 14848
GBz21 1
HJ 484

HJ 651

HJ 662

HJ 740

HJ 745

HJ 819
HJ/T 299
CJJ 113
CJIT 234
BB/T 0037
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2015 48
3
3.1
cyanide leaching residue
3.2
gold ores cyaniding tailings
3.3
gold concentrates cyaniding tailings
3.4
heap-leaching tailings
3.5
cyanide-containing tailings pulp
3.6
decyanation treatment
3.7
cyanide residue backfilling
3.8
backfilling bleeding water
3.9



.10

11

.12

leaching

heap-leaching tailings transfer

enhanced natural degradation

new disposal site for cyanide leaching residue
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4.5

4.6

GB 8978

GB 16297

4.7

HJ 651

5.1

5.2

5.3



5.4

6.1
a
b

CJIT 234

6.2
GB 18598
HJ 484

6.3

500 mm

BB/T 0037
100 mm
GBZ 2.1
5.3
1.0><107cm/s
HJ/T 299
5 mg/L
300 mm 1500 mm
HJ/T 299 CN-
10 mg/L
22%
20
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15m

1.0 mm

CJJ 113

CN-

GB 18598

HJ 484
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7.1 6.1

7.2

b CN- HJ 484 0.2

mg/L GB 3838

c GB 18599 |

4.6

8.1.2 HJ/T 299 CN-

HJ 484 GB/T 14848

GB 18599 I

4.6



8.2.1

HJ 745
8.2.2
HJ 745 3g/t-
8.2.3
8.3

HJ 745

9.1 HJ 819

9.2
9.2.1

8.1.2

9.2.2 8

0.5 kg

0.5 kg

9.3 7.2

120%
9.4
9.4.1

9.4.2

1500 mg/kg

1500 mg/kg

10
72b

20%

GB 30485 HJ 662

8.1.5
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CN-
15%
CN-
CN-
10
10
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9.4.3

9.4.4

GBI/T 14848

10

10.1

740

10.2

10.3

30 50m

30 50m

30m 50m

10.1

GBI/T 14848

HJ


http://search.caixin.com/search/%E5%B0%BE%E7%9F%BF%E5%BA%93.html
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Al

A.2

A.3

A4

A5

A.6

AT -

A.8 - -

A.9

A.10

A.11
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A.12

A.13

A.14

10



